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Solid Core Phenolic is widely regarded as 
the most durable material in the world 
for the manufacturing of lockers. 
Phenolic Lockers are recommended for 
high traffic areas such as: schools, 
community buildings, aquatic facilities, 
football stadiums, gyms, healthcare 
facilities, and more. 

Phenolic boards have a non-porous 
surface which does not support bacteria 
or fungus growth. It is highly resistant to 
moisture, scratches and impacts and, at 
the same time, very easy to clean.

Wide range of colours for the surface 
sheet available to give the most 
appealing aesthetic standard to your 
lockers.





SPECIFICATION FOR PHENOLIC LOCKERS

PART 1: GENERAL 

1.01 DESCRIPTION 
A. Phenolic Locker work includes the following:

1. Locker Compartments (various sizes, styles, and tier configurations) 
2. Component Accessories: Filler Kits, Trim Kits for recessed installations,                            

Locking Device and Number Plates. Options: Hooks, Hanging Rods, Slope Top
B.      Furnish all labor and materials necessary for completion of work in this section 

as shown on the contract drawings and specified herein. 
C.      Work in this section shall include but is not limited to: 

1.  Locker Compartments 
2.  Hardware for Locker compartments 
3.  Shop drawings 
4.  Manufacturer’s guarantee 

1.02 SUBMITTALS
A. Submittal of shop drawings for architect’s approval. 
B. Colors (Doors and End-Cover only) shall be selected from the manufacturer’s 

standard range of colors. 
C. Color and hardware samples shall be submitted for approval to the architect                       

upon request. 

PART 2: PRODUCTS 

2.01 MANUFACTURER 
A.      Locker compartments to be supplied by ATOZ CONTRACTS & TRADING (SINGAPORE). 

2.02 MATERIALS 
A. Doors shall be constructed of 12mm thick solid phenolic core decorative plastic 

laminate with multiple resin-impregnated kraft and surface sheets fused at high 
temperature and pressure. 

B. Side Panels shall be constructed of 9mm thick solid phenolic core with decorative 
plastic laminate with multiple resin-impregnated kraft and surface sheets fused at 
high temperature and pressure. In white only.       

C. Tops, Bottoms, and Shelves shall be constructed of 3mm thick solid phenolic core 
decorative plastic laminate with multiple resin-impregnated kraft and surface 
sheets fused at high temperature and pressure. In white only.

D. End Cover Panels shall be constructed of 9mm thick solid phenolic core decorative 
plastic laminate  laminated over with 0.8mm thick with multiple resin-impregnated 
kraft and surface sheets fused at high temperature and pressure. In white only.

E. Slope Top Kits, Filler Kits, and Trim Kits shall be constructed of 9mm thick solid               
phenolic core decorative plastic laminate with multiple resin-impregnated kraft a                
nd surface sheets fused at high temperature and pressure. 

2.03 CONSTRUCTION 

A. Doors shall be fitted with recessed handle, number plate, key latch lock or optional 
locking device. Doors shall be mounted to side panel using natural anodized frame 
supports, stainless steel concealed hinges. Door edges shall be smooth and chamfered.       

B. Side Panels shall be attached to all Tops, Bottoms, and Shelves, using rust resistant, steel 
fasteners and corner support brackets. Exposed edges shall be smooth and chamfered. 

C. Tops, Bottoms, and Shelves shall be attached to all Side Panels, using rust- resistant, steel 
fasteners and corner support brackets. Exposed edges shall be smooth  and chamfered. 

D. The color and texture of the finish on Phenolic Lockers is determined by the selected 
decorative plastic laminate pattern. Color selection is allowed for Doors and End Cover 
Panels only; all other components are in plain white. 

PART 3: EXECUTION 

3.01 PREPARATION 
A. Examine areas to receive Locker compartments for correct height and spacing of 

anchorage/blocking and fixtures that may affect installation of compartments. 
Report any discrepancies to the architect. 

B. Take complete and accurate measurements of complete installation locations. 
C. Start of work constitutes acceptance of job. 

3.02 INSTALLATION 
A. Install compartments in a rigid, straight, plumb and level manners as shown on the shop 

drawings and manufacturer’s installation instructions. 
B. Clearance at vertical edges of door shall be uniform top and bottom. 
C. No evidence of cutting, drilling and/or patching shall be visible on the finished work. 
D. Finished surfaces shall be cleaned after installation and be left free of all imperfections. 

3.03 WARRANTY 
A. ATOZ CONTRACTS & TRADING guarantees its Phenolic Lockers, properly maintained, 

against delamination, breakage or corrosion for 5 years from the date of receipt by the 
customer. If materials are found defective during that period for the reasons listed above, 
the material will be replaced free of charge. 



Digital Electronic Lock

Keyless Number Lock

The benefit of using keyless locks for lockers is the 
convenience of not having to lug around physical keys. 
Keyless locks also provide you with additional security -
with physical locks, there are real security risks if users 
misplace their key sets. You also eliminate the need to 
make multiple copies of keys

User can set their preferred 4 digit combination code.
Master key control for all units in case users forgot their 
code.
Mechanically operated. Easy to use.

Digital locks are electronic or battery-operated locks 
that do not require the use of physical keys for 
access. With the automated features giving a more 
creative security solutions for private users or public 
users.




